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June 2016 /S/ Peter Anakobe Atepe

15D21: Traffic Control, Intersection within Single Lane Closure



 

 

Version 4 Standard Detail Drawing 15d21 June 24, 2016 

Traffic Control, Intersection within Single Lane Closure 

References: 

Part VI, Manual on Uniform Traffic Control Devices (MUTCD) 
FDM 11-50-20 

Bid items associated with this drawing: 

ITEM NUMBER DESCRIPTION UNIT 

643.0100 Traffic Control (project) .................................................................................. EACH 
643.0300 Traffic Control Drums ........................................................................................ DAY 
643.0420 Traffic Control Barricades Type III .................................................................... DAY 
643.0705 Traffic Control Warning Lights Type A .............................................................. DAY 
643.0900 Traffic Control Signs ......................................................................................... DAY 

Standardized Special Provisions associated with this drawing: 

STSP NUMBER TITLE 

NONE 

Other SDDs associated with this drawing: 

SDD 15d3 Traffic Control, Lane Closure, Speeds Greater than 40 M.P.H. with Barrier 

SDD 15d12 Traffic Control, Lane Closure, Speeds Greater than 40 M.P.H. 

SDD 15d20 Traffic Control, Single Lane Closure, Non-Freeway/Expressway 

Design Notes: 

Use a separate detail sheet to show the lane closure signing, tapers and other traffic control. Standard Detail 
Drawings listed above may be appropriate. 

A traffic control overview sheet or language in the Special Provisions is desirable to indicate whether to use 
Detail A, B, C, or D at intersections within the project. At signalized intersections, maintaining traffic in the 
slotted turn bays (Details C and D) may allow existing detectors of turning vehicles to continue functioning for 
most of the project. Use of the slotted turn bay will also typically allow the best visibility for left-turning 
vehicles. 

If staging on the side roads is necessary, additional traffic control needs to be indicated on separate detail 
sheets or in the Special Provisions. Some regions may have typical detail sheets available. 

Temporary stop lines may be desirable if high volumes of traffic are required to stop, or to clarify the stopping 
point at complex locations. If temporary stop lines are needed, the locations, dimensions, and material 
should be specified in the Misc. Quantities (using one or more of Items 649.0900-649.1400). Removable 
tape is typically only needed if the temporary stop line is being placed on permanent pavement. 

Contact Person: 

Peter Amakobe Atepe (608) 261-0138  

Andrew Heidtke (414) 220-6802 

http://wisconsindot.gov/rdwy/fdm/fd-11-50.pdf#fd11-50-20
http://wisconsindot.gov/rdwy/sdd/sd-15d03.pdf#sd15d3
http://wisconsindot.gov/rdwy/sdd/sd-15d12.pdf#sd15d12
http://wisconsindot.gov/rdwy/sdd/sd-15d20.pdf#sd15d20
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